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SAFETY REVIEW ITEMS - SUB DAMAGE CONTROL

A. SELF CONTAINED BREATHING APPARATUS (SCBA)

Is ship's personnel familiar with SCBA donning procedures and 

operations?

1. (A1E0)

NSTM 077- 3.2.3.1REF:

C   R   NA  UA  PF

Repeat

Significant

PMS

Is the latest SCBA short donning procedure posted and verified 

by the DCA?

2. (A1I0)

NSTM 077- 3.2.3.1REF:

C   R   NA  UA  PF

Repeat

Significant

PMS

Does the SCBA have the required 6" orange chemical light 

attached for firefighting personnel?  Is it expired?

3. (A1L0)

NSTM 555- 35.6.12REF:

C   R   NA  UA  PF

Repeat

Significant

PMS

Is the SCBA minimum pressure 4000 PSI?4. (A1L1)

MIP 5519/016 MRC M-2, R-2REF:

C   R   NA  UA  PF

Repeat

Significant

PMS

Is the SCBA face piece damaged, cracked or are the retaining 

clips broken?  Is there a voice amplifier installed and 

working?

5. (A1L2)

MIP 5519/016 MRC M-1RREF:

C   R   NA  UA  PF

Repeat

Significant

PMS



Does the SCBA vibralert and/or bell activate at the proper 

pressure range?  (800-1300 PSIG).  Do the HUD LED's illuminate 

properly?  ((2) Green LEDs to (1) Green LED @ 3200-3700 PSIG, 

(1) Green LED to (1) Slowely Flashing Yellow LED @ 2000-2500 

PSIG, (1) Slowely Flashing Yellow LED to (1) Rapidly Flashing 

Red LED @ 800-1300 PSIG))

6. (A1L3)

MIP 5519/016 MRC M-1RREF:

C   R   NA  UA  PF

Repeat

Significant

PMS

Is the SCBA bottle within the 5-year hydrostatic test date or 

manufacture date and 15-year total service life limits? Is the 

bottle damaged?

7. (A1L4)

NSTM 077- 077-3.2.4.1REF:

MIP 5519/016 MRC S-1, R-2

C   R   NA  UA  PF

Repeat

Significant

PMS

Is the SCBA face piece the proper type? (AV2000, Two Part 

AV2000 or AV3000 Lens)

8. (A1L5)

AEL 2-330023100 REF:

MIP 5519/016 MRC M-1R

C   R   NA  UA  PF

Repeat

Significant

PMS

Is there a SCBA charging assembly at each charging station?  

Have the SCBA charging hoses been hydrostatically tested in 

last 24 months? (NSN 4730-01-468-8025)  Does the quick 

charging wand have silver reflective tape?  If not, order new 

wand.  (NSN 4720-01-504-4915)

9. (A1L6)

MIP 5519/088 MRC M-1RREF:

MIP 5519/023 MRC M-1R

AEL 2-330023100 

COMNAVSURFOR MSG DTG 181325Z FEB 04

C   R   NA  UA  PF

Repeat

Significant

PMS

Has the SCBA functional test been conducted in last 36 months?10. (A1L7)

MIP 5519/016 MRC 36M-1REF:

AEL 2-330023100 

C   R   NA  UA  PF

Repeat

Significant

PMS



B. DAMAGE CONTROL TOOL ROLL

Does the damage control tool roll contain all items listed on 

the PMS card?

11. (A3A0)

MIP 6641/009 MRC A-5, R-3REF:

AEL 2-880043004 

C   R   NA  UA  PF

Repeat

Significant

PMS

Is the tool roll AEL the latest version?12. (A3A1)

AEL 2-880043004 REF:

C   R   NA  UA  PF

Repeat

Significant

PMS

Have the tool roll chemical light sticks exceeded their 

expiration date?

13. (A3A2)

MIP 6641/009 MRC A-5, R-3REF:

C   R   NA  UA  PF

Repeat

Significant

PMS

Is the tool roll properly sealed with a tamper seal?  (NSN 

5340-01-242-0583)

14. (A3A3)

MIP 6641/009 MRC A-5, R-3REF:

C   R   NA  UA  PF

Repeat

Significant

PMS

Does the tool roll contain (2) voltage indicators (Module AUL-

1410, 28 Volts; NSN 6625-00-132-1196) or (1) Fluke 77 

Multimeter (NSN 6625-01-336-3372)?  Are the Fluke 77 

Multimeter batteries dead?

15. (A3B0)

AEL 7-670052947 REF:

MIP 6641/009 MRC A-5, R-3

AEL 2-880043004 

C   R   NA  UA  PF

Repeat

Significant

PMS



Has the PMS been accomplished as required on the electrical 

safety gloves?  Are the gloves the correct type?  (Type 1, 

Class 1, 7500 Volts, Size 10; NSN 8415-01-158-9450)

16. (A3C1)

NSN 9D 8415-01-158-9450 REF:

NSTM 300 Appendix I

MIP 6641/009 MRC A-5, R-3

AEL 2-880043004 

C   R   NA  UA  PF

Repeat

Significant

PMS

Is the tool roll bag in good condition?  (NSN 8105-01-090-2737)17. (A3C2)

MIP 6641/009 MRC A-5, R-3REF:

C   R   NA  UA  PF

Repeat

Significant

PMS

C. DAMAGE CONTROL BAND-IT KITS

Do the band-it kit strong backs have pre-glued 1/8-inch rubber 

gaskets?

18. (A4A0)

SSM CHAPTER 4-6-6 REF:

C   R   NA  UA  PF

Repeat

Significant

PMS

Do the band-it kit strong backs have smooth edges?19. (A4A2)

SSM CHAPTER 4-6-6 REF:

C   R   NA  UA  PF

Repeat

Significant

PMS

Does the bandit-kit contain all items listed on the MRC?20. (A4B0)

AEL 2-880043002 REF:

MIP 6641/009 MRC R-2

C   R   NA  UA  PF

Repeat

Significant

PMS

Is the band-it kit properly sealed with a tamper seal? (NSN  

534001-242-0583)

21. (A4B2)

MIP 6641/009 MRC R-2REF:

C   R   NA  UA  PF

Repeat

Significant

PMS



Is the band-it kit bag in good condition?  (NSN 5140-01-562-

8124)

22. (A4B3)

MIP 6641/009 MRC R-2REF:

AEL 2-880043002 

C   R   NA  UA  PF

Repeat

Significant

PMS

D. DAMAGE CONTROL MATERIAL BAG

Does the material bag contain all items listed on the MRC?23. (A7A0)

AEL 2-880043003 REF:

MIP 6641/009 MRC R-1

C   R   NA  UA  PF

Repeat

Significant

PMS

Is the material bag AEL the latest version?24. (A7A1)

AEL 2-880043003 REF:

C   R   NA  UA  PF

Repeat

Significant

PMS

Is the material bag properly sealed with a tamper seal?  (NSN 

5340-01-242-0583)

25. (A7A2)

MIP 6641/009 MRC R-1REF:

C   R   NA  UA  PF

Repeat

Significant

PMS

Are all material bag wedges and plugs made of softwood? (Hard 

wood identified by green paint painted on butt ends)

26. (A7B0)

NSTM 079- 42.10.2 VOL 2REF:

C   R   NA  UA  PF

Repeat

Significant

PMS

Is the material bag in good condition?  (NSN 5140-01-563-3619)27. (A7B1)

AEL 2-880043003 REF:

MIP 6641/009 MRC R-1

C   R   NA  UA  PF

Repeat

Significant

PMS

E. EAB



Are EAB manifolds being used for anything other than EAB use?28. (A6A0)

NSTM 077- 3.5.4.aREF:

C   R   NA  UA  PF

Repeat

Significant

PMS

Do all EAB manifolds have chemical lights properly installed 

to aid personnel in locating them in a smoke filled 

environment?  Are they expired?

29. (A6A1)

NSTM 077- 3.5.2.3REF:

NSTM 555- 35.6.12

AEL 2-330023047 

A&I N-3200 FOR SSNS AND T-0105 FOR TRIDENTS 

MIP 5519/089/604/721/726/774/776 MRC A-1

C   R   NA  UA  PF

Repeat

Significant

PMS

Are EAB manifolds being used for anything other than EAB use? 

Do all EAB manifolds have chemical lights properly installed 

to aid personnel in locating them in a smoke filled 

environment? Have chemical lights expired?

30. (A6A2)

NSTM 077- 3.5.4.a & 3.5.2.3REF:

A & I N-3200 for SSNs and T-0105 for Tridents 

AEL 2-330023047 

MIP 5519/089/604/721/726/774/776 MRC A-1

NSTM 555- 35.6.12

C   R   NA  UA  PF

Repeat

Significant

PMS

Do all EAB manifold deck markings properly indicate location 

of EAB manifolds?

31. (A6B0)

CSL/CSP A&I N/B 1997 REF:

NSTM 077- 3.5.2.3

C   R   NA  UA  PF

Repeat

Significant

PMS



Is the EAB face mask damaged? (i.e. torn hoses, broken 

regulator, face mask scratched, discolored, cracked)?

32. (A6E0)

AEL 2-330023070 (MSA) REF:

MIP 5519/090/184 MRC Q-1, R-1

AEL 2-330023052 (SCOTT) 

AEL 2-330023047 (MSA) 

C   R   NA  UA  PF

Repeat

Significant

PMS

Is the EAB face mask clean and sanitized?33. (A6G0)

MIP 5519/090/184 MRC Q-1, R-1REF:

C   R   NA  UA  PF

Repeat

Significant

PMS

Do EAB's have (1) flash hood and (1) pair of anti-flash gloves 

stowed with each EAB?  (NSN 4210-01-493-4694, hood; 8415-01-

267-9661, gloves)

34. (A6H0)

MIP 5519/090/184 MRC Q-1, R-1REF:

NSTM 077- 3.6.10.4

AEL 2-330024080 

C   R   NA  UA  PF

Repeat

Significant

PMS

F. PERSONAL PROTECTIVE EQUIPMENT

Is the FFE stowed with one (1) firefighter's hood or two (2) 

anti-flash hoods and firefighters gloves?  (Recommend sewing 

the two anti-flash hoods together to ease donning if single 

firefighter's hood is not available.)  (NSN 8415-01-462-7670)  

Is it stowed properly?

35. (A1A2)

MIP 6641/103 MRC R-1REF:

C   R   NA  UA  PF

Repeat

Significant

PMS

Is the steam protective ensemble in good condition? (No tears, 

deterioration, etc...)

36. (A8A1)

NSTM 077- 5.2.6REF:

MIP 6641/103 MRC Q-1R

C   R   NA  UA  PF

Repeat

Significant

PMS



SSN 688/774 class: Are there (3) casualty steam protective 

ensembles onboard? (2) forward of reactor compartment, and (1) 

in the engine room?

37. (A8A7)

COMNAVSEASYSCOM LTR/11APR02/92T1H-167 REF:

COMNAVSEASYSCOM 182014Z Jul 03 

MIP 6641/103 MRC Q-1R

C   R   NA  UA  PF

Repeat

Significant

PMS

SSBN/SSGN/Seawolf Class: Are there (4) casualty steam 

protective ensemble onboard? (SSBN/SSGN: (3) forward of 

reactor compartment, and (1) in the engine room; Seawolf 

Class: (2) forward of reactor compartment, and (2) aft of the 

reactor compartment)

38. (A8A8)

COMNAVSEASYSCOM 182014Z Jul 03 REF:

COMNAVSEASYSCOM LTR/11APR02/92T1H-167 

MIP 6641/103 MRC Q-1R

C   R   NA  UA  PF

Repeat

Significant

PMS

Are the training steam protective ensembles positively 

identified on the back with large red "X" and stowed in a 

container/locker/bag with the door/top painted yellow?  

Container/locker/bag shall be clearly labeled "FOR TRAINING 

PURPOSES ONLY".

39. (A8C0)

NSTM 077- 5.3.4.3REF:

MIP 6641/103 MRC Q-1R

C   R   NA  UA  PF

Repeat

Significant

PMS

Are there two training steam protective ensembles onboard?40. (A8C1)

NSTM 077- 5.3.8REF:

C   R   NA  UA  PF

Repeat

Significant

PMS



Are items on hand for the steam protective ensemble?41. (A8C2)

A&I 3376 FOR SSN 21 CLASS REF:

TZ-0905 REV A FOR TRIDENTS 

MIP 6641/103 MRC Q-1R

AEL 2-930093007 

S/A 4623 FOR 688 CLASS 

C   R   NA  UA  PF

Repeat

Significant

PMS

G. NFTI

Is the NFTI in good physical condition and working?42. (AAB1)

MIP 6641/001 MRC S-1R, 2M-1RREF:

AEL 2-930094090 

C   R   NA  UA  PF

Repeat

Significant

PMS

Does the NFTI (Model EEV P24428) have 6 battery packs (1 

installed in unit and 5 additional spare battery packs)

43. (AAB3)

MIP 6641/001 MRC S-1RREF:

AEL 2-930094090 

APL 990990564 

C   R   NA  UA  PF

Repeat

Significant

PMS

Does the NFTI box contain five red chemical lights for 

identifying injured personnel in a smoke filled compartment?  

Are they expired?

44. (AAB4)

AEL 2-930094090 NOTE 2 & 3 REF:

C   R   NA  UA  PF

Repeat

Significant

PMS

Does the NFTI (Model ISG K90 Talisman) have 3 battery packs? 

(2 rechargeable - 1 loaded with AA batteries)

45. (AAB5)

MIP 6641/001 MRC 2M-1RREF:

NSN 6140-01-502-2053, rechargeable 

NSN 6130-01-502-2056, "AA" adapter 

APL 99A020090 

C   R   NA  UA  PF

Repeat

Significant

PMS



Are the NFTI battery packs fully charged?46. (AAB6)

MIP 6641/001 MRC S-1R, 2M-1RREF:

C   R   NA  UA  PF

Repeat

Significant

PMS

H. SUBMERSIBLE PUMP

Does the submersible pump foot valve operate freely?47. (ABA0)

MIP 6641/104 MRC 24M-1REF:

C   R   NA  UA  PF

Repeat

Significant

PMS

Is the submersible pump foot valve cleaned and lubricated? 

(Ball and Roller Bearing Grease; DOD-G-24508)

48. (ABA1)

MIP 6641/104 MRC 24M-1REF:

C   R   NA  UA  PF

Repeat

Significant

PMS

Has hydrostatic testing been properly accomplished on all 2½" 

submersible pump discharge hose? (MM/YY stenciled 6" from 

coupling/Engraved on male coupling, 360 degree reference 

marks.)  If the hose is new, is the manufacture date less than 

36 months old? (Tested to 100 PSI)

49. (ADA2)

MIP 6641/104 MRC 36M-2REF:

C   R   NA  UA  PF

Repeat

Significant

PMS

I. ATMOSPHERE CONTROL

Has PMS on LIOH canisters and LIOH curtains been completed and 

documented correctly?

50. (ACA1)

MIP 5940/001 MRC A-1 (CURTAINS)REF:

MIP 5151/001 MRC 24M-1R (CANISTERS)

C   R   NA  UA  PF

Repeat

Significant

PMS



Has PMS on LIOH hopper been completed satisfactorily? 

Electrical safety check current and material condition 

satisfactory?

51. (ACA2)

MIP 5151/001 MRC A-1REF:

C   R   NA  UA  PF

Repeat

Significant

PMS

Has the O2 Candle Furnace Low Pressure Gage been calibrated?52. (ACA4)

MIP 5154/009 MRC 36M-1REF:

C   R   NA  UA  PF

Repeat

Significant

PMS

J. FIRE HOSES/VARI NOZZLES

Are fire hose gaskets and threads properly cleaned and 

lubricated?

53. (B3A1)

MIP 6641/726 MRC A-1REF:

MIP 6641/688 MRC A-1

MIP 6641/721 MRC A-1

MIP 6641/774 MRC A-1

C   R   NA  UA  PF

Repeat

Significant

PMS

Has hydrostatic testing been properly accomplished on all 1½"  

fire hoses and/or 3/4"  hose reels?  (MM/YY stenciled 6" from 

coupling, 360 degree reference marks.)  If the hose is new, is 

the manufacture date less than 36 months old?

54. (B3A2)

MIP 6641/774 MRC 36M-1, 36M-2REF:

MIP 6641/726 MRC 36M-1

MIP 6641/721 MRC 36M-1, 36M-2

MIP 6641/688 MRC 36M-1

C   R   NA  UA  PF

Repeat

Significant

PMS

Are 2 spanner wrenches available at fire hose connections? 

Recommend using lanyard to keep wrenches together.

55. (B3C0)

NSTM 555- 33.6.8REF:

C   R   NA  UA  PF

Repeat

Significant

PMS



Is the Vari-Nozzle in good operating condition?56. (B3G0)

MIP 6641/726 MRC S-3RREF:

MIP 6641/774 MRC S-3R

MIP 6641/721 MRC S-3R

MIP 6641/688 MRC S-3R

C   R   NA  UA  PF

Repeat

Significant

PMS

Is the Vari-Nozzle gasket and threads cleaned and lubricated?57. (B3G1)

MIP 6641/688 MRC S-3RREF:

MIP 6641/726 MRC S-3R

MIP 6641/774 MRC S-3R

MIP 6641/721 MRC S-3R

C   R   NA  UA  PF

Repeat

Significant

PMS

Does the Vari-Nozzle have the correct poppet? Correct poppet 

has a two legged stem base; defective poppet has a three 

legged stem base.  (1 1/2" Elkhart Vari-Nozzles only)

58. (B3G2)

MIP 6641/721 MRC S-3RREF:

COMNAVSEASYSCOM MSG 190319Z Mar 96 

MIP 6641/774 MRC S-3R

MIP 6641/726 MRC S-3R

MIP 6641/688 MRC S-3R

C   R   NA  UA  PF

Repeat

Significant

PMS

Does the Vari-Nozzle flow selector ring turn without 

depressing flush-ring lock thumb latch?

59. (B3G3)

MIP 6641/688 MRC S-3RREF:

MIP 6641/726 MRC S-3R

MIP 6641/721 MRC S-3R

MIP 6641/774 MRC S-3R

C   R   NA  UA  PF

Repeat

Significant

PMS



Does the flush-ring lock thumb latch have a spring vice a 

rubber disc to give return pressure? If not, replace rubber 

disc with spring when latch no longer functions correctly.

60. (B3G4)

MIP 6641/688 MRC S-3RREF:

Model SFL-GN Rev. E NSN 4210-00-465-1906

P/N 62128 ELKHART BRASS MANUFACTURING COMPANY(800)346-0250

MIP 6641/726 MRC S-3R

MIP 6641/721 MRC S-3R

MIP 6641/774 MRC S-3R

C   R   NA  UA  PF

Repeat

Significant

PMS

K. RANGE GUARD SYSTEM

Are the range guard nozzle seal disks in place and are the 

nozzles clear of grease? (SSN's - 5 Nozzles; 726's - 6 Nozzles)

61. (B4B0)

APL 640190005 NSN 4210-01-061-5705, NOZZLEREF:

SS100-AC-MMA-010/AUTO-MAN (TRIDENT) 

APL 640190005 NSN 4210-01-024-1181, SEAL

MIP 5556/021 MRC M-1, S-1, S-2

MIP 5556/726 MRC M-1, S-1, S-2

MIP 5556/774 MRC M-1, S-1, S-2 (774), S-3 (775 UP)

S9555-AR-MMO-010 REV. 1 

MIP 5556/088 MRC M-2, S-4R

C   R   NA  UA  PF

Repeat

Significant

PMS

Is the range guard nozzle above the deep fat fryer configured 

properly? (If at 45 deg, 18-48" above grease level aimed at 

the midpoint face the rear; if at near vertical, 24-48" above 

the grease level aimed at midpoint facing the rear.)

62. (B4B1)

NAVSEA DRWG # 803 6397385 NOTE 12B & C REF:

C   R   NA  UA  PF

Repeat

Significant

PMS



Is the range guard N2 cylinder box cover sealed with a plastic 

tamper seal?  Are the range guard pressure release control box 

and the remote manual control box painted red?  N2 cylinder 

control box N/A on 775 and up)

63. (B4C0)

MIP 5556/774 MRC M-1, S-1, S-2 (774)REF:

S9555-AR-MMO-010 REV. 1 

MIP 5556/726 MRC M-1, S-1, S-2

SS100-AC-MMA-010/AUTO-MAN (TRIDENT) 

MIP 5556/088 MRC M-2

MIP 5556/021 MRC M-1, S-1, S-2

C   R   NA  UA  PF

Repeat

Significant

PMS

Is the range guard N2 cylinder ring pin sealed with a plastic 

tamper seal? (N/A 775 and up)

64. (B4C1)

MIP 5556/726 MRC M-1, S-1, S-2REF:

MIP 5556/774 MRC M-1, S-1, S-2 (774)

MIP 5556/021 MRC M-1, S-1, S-2

MIP 5556/088 MRC M-2, S-4

C   R   NA  UA  PF

Repeat

Significant

PMS

Is the range guard N2 cylinder at the proper pressure?  (300 

+- 50 psi)  (N/A 775 and up)

65. (B4C2)

59555-AR-MMO-010 REV 1 REF:

MRC 5556/021 MRC M-1, S-1, S-2

MIP 5556/726 MRC M-1, S-1, S-2

MRC 5556/774 MRC M-1, S-1, S-2 (774)

SS100-AC-MMA-010/AUTO-MAN 

MIP 5556/088 MRC M-2, S-4

C   R   NA  UA  PF

Repeat

Significant

PMS



Do ship's personnel understand range guard system operation 

and maintenance?

66. (B4D0)

APL 640190005 REF:

MIP 5556/726 MRC M-1, S-1, S-2

MIP 5556/088 MRC M-2, S-4

APL T640190006 

MIP 5556/021 MRC M-1, S-1, S-2

MIP 5556/774 MRC M-1, S-1, S-2 (774), S-3 (775 UP)

SS100-AC-MMA-010/AUTO-MAN (TRIDENT) 

S9555-AR-MMO-010 REV. 1 

C   R   NA  UA  PF

Repeat

Significant

PMS

Is the range guard main aqueous potassium carbonate cylinder 

at the required pressure?

67. (B4E0)

SS100-AC-MMA-010/AUTO-MAN (TRIDENT) REF:

MIP 5556/088 MRC M-2, S-4

MIP 5556/021 MRC M-1, S-1, S-2

S9555-AR-MMO-010 REV. 1 

MIP 5556/726 MRC M-1, S-1, S-2

MIP 5556/774 MRC M-1, S-1, S-2 (774), S-3 (775 UP)

C   R   NA  UA  PF

Repeat

Significant

PMS

Is the range guard aqueous potassium carbonate cylinder valve 

ring pin sealed with a plastic tamper seal?

68. (B4E1)

MIP 5556/774 MRC M-1, S-1, S-2 (774), S-3 (775 UP)REF:

MIP 5556/726 MRC M-1, S-1, S-2

MIP 5556/021 MRC M-1, S-1, S-2

MIP 5556/088 MRC M-2, S-4

SS100-AC-MMA-010/AUTO-MAN (TRIDENT) 

59555-AR-MMO-010 REV 1 

C   R   NA  UA  PF

Repeat

Significant

PMS



Has the range guard aqueous potassium carbonate cylinder been 

hydrostatically tested as required? Not to exceed every 12 

years, if the cylinder requires recharge and date exceeds 5 

years, hydro is required.

69. (B4E3)

MIP 5556/726 MRC M-1, S-1, S-2REF:

MIP 5556/088 MRC M-2, S-4

MIP 5556/774 MRC M-1, S-1, S-2 (774), S-3 (775 UP)

MIP 5556/021 MRC M-1, S-1, S-2

P/N 9145021 NSN 4210-01-059-5681

C   R   NA  UA  PF

Repeat

Significant

PMS

Is the range guard aqueous potassium carbonate cylinder 

pressure gauge readable without the use of a mirror? 

(SSBN/SSGN only)

70. (B4E4)

NAVSEA DWG # 803 6397385 NOTE 15B REF:

C   R   NA  UA  PF

Repeat

Significant

PMS

Is the range guard ball check vent assembly installed and 

positioned either pointing vertically up or horizontally?

71. (B4F0)

MIP 5556/774 MRC M-1, S-1, S-2 (774), S-3 (775 UP)REF:

MIP 5556/726 MRC M-1, S-1, S-2

SS100-AC-MMA-010/AUTO-MAN (TRIDENT) 

S9555-AR-MMO-010 REV. 1 

APL 640190005 NSN 5340-01-143-4164

MIP 5556/021 MRC M-1, S-1, S-2

MIP 5556/088 MRC M-2, S-4

C   R   NA  UA  PF

Repeat

Significant

PMS

Is the range guard aqueous potassium carbonate cylinder valve 

operator accessible? (storeroom door not locked, ETC.)

72. (B4G0)

NSTM 670- 1.6.3REF:

C   R   NA  UA  PF

Repeat

Significant

PMS



Are the range guard fusible links and scissor assemblies clean?73. (B4H1)

MIP 5556/774 MRC M-1, S-1, S-2 (774), S-3 (775 UP)REF:

MIP 5556/021 MRC M-1, S-1, S-2

SS100-AC-MMA-010/AUTO-MAN (TRIDENT) 

MIP 5556/726 MRC M-1, S-1, S-2

S9555-AR-MMO-010 REV 1 

MIP 5556/088 MRC M-2, S-4

C   R   NA  UA  PF

Repeat

Significant

PMS

Have the range guard fusible links been replaced within the 

past 6 months? Is there at least 3" of free travel between the 

cable tube and the ends of the link assembly?

74. (B4H2)

MIP 5556/021 MRC M-1, S-1, S-2REF:

MIP 5556/726 MRC M-1, S-1, S-2

MIP 5556/774 MRC M-1, S-1, S-2 (774), S-3 (775 UP)

MIP 5556/088 MRC M-2, S-4

C   R   NA  UA  PF

Repeat

Significant

PMS

Are the range guard fusible links the right type, rated for 

360 DEG Fahrenheit, .75 inches wide, and 2.25 inches long?

75. (B4H3)

AEL T640190006 NSN 9Z 4210-00-443-3526REF:

AEL 640190005 NSN 9Z 4210-00-443-3526

AEL 640190010 NSN 9Z 4210-00-443-3526

C   R   NA  UA  PF

Repeat

Significant

PMS

L. PKP FIRE EXTINGUISHERS

Are 18 LB portable PKP extinguishers standardized? Purple 

bands?

76. (B1A0)

MIP 6641/102 MRC Q-1REF:

C   R   NA  UA  PF

Repeat

Significant

PMS



Do the PKP fire extinguishers have holster type nozzle holders?77. (B1A1)

NSN: 9Z 4210-01-313-4602 (MOD KIT) REF:

APL 640130198 

MIP 6641/102 MRC A-1, Q-1, R-1

C   R   NA  UA  PF

Repeat

Significant

PMS

Are PKP fire extinguisher fill caps properly tightened? 

(Should be hand tight only)

78. (B1B0)

MIP 6641/102 MRC A-1, R-1REF:

C   R   NA  UA  PF

Repeat

Significant

PMS

Does the PKP extinguisher have the correct ring pin in place?79. (B1B2)

MIP 6641/102 MRC Q-1, A-1, R-1REF:

APL 640130198 

C   R   NA  UA  PF

Repeat

Significant

PMS

Is the PKP extinguisher's plastic tamper seal intact?80. (B1B3)

MIP 6641/102 MRC A-1, Q-1, R-1REF:

C   R   NA  UA  PF

Repeat

Significant

PMS

Is the PKP extinguisher hose in satisfactory condition?81. (B1B4)

MIP 6641/102 MRC A-1, Q-1, R-1REF:

C   R   NA  UA  PF

Repeat

Significant

PMS

Is the PKP extinguisher firmly latched in place with a brass 

pin?

82. (B1B5)

MIP 6641/102 MRC A-1, Q-1, R-1REF:

APL 640130198 

C   R   NA  UA  PF

Repeat

Significant

PMS



Is the PKP extinguisher mounting bracket securely attached?83. (B1B6)

MIP 6641/102 MRC A-1, Q-1, R-1REF:

C   R   NA  UA  PF

Repeat

Significant

PMS

Is the PKP extinguisher in good condition?84. (B1B7)

MIP 6641/102 MRC A-1, Q-1, R-1REF:

C   R   NA  UA  PF

Repeat

Significant

PMS

Does the PKP extinguisher fill cap, seats and gaskets have a 

light coat of silicone compound applied?

85. (B1B8)

MRC 6641/102 MRC A-1, R-1REF:

C   R   NA  UA  PF

Repeat

Significant

PMS

Does the PKP extinguisher fill cap or bottle threads have 

pressure relief ports?

86. (B1B9)

MIP 6641/102 MRC A-1, R-1REF:

MIL-E24091 REV C 

C   R   NA  UA  PF

Repeat

Significant

PMS

Does the PKP extinguisher bracket contain all rubber bumpers 

required?

87. (B1C1)

APL 640130198 REF:

NSN 5325-01-475-2401 Handle

MIP 6641/102 MRC A-1, Q-1, R-1

NSN 5325-01-475-2409 Back Frame

C   R   NA  UA  PF

Repeat

Significant

PMS

Are the PKP extinguisher record tags filled out IAW the MRC.  

Are the correct tags in use (Record Tag NAVSEA 9555/2 NSN 0116-

LF-982-6100) Obtain tags from web site: 

<HTTP://navalforms.daps.dla.mil/web/public/forms>

88. (B1C3)

MIP 6641/102 MRC A-1, Q-1, R-1REF:

C   R   NA  UA  PF

Repeat

Significant

PMS



Are the PKP fire extinguishers accessible and unobstructed?89. (B1D0)

NSTM 670- 1.6.3REF:

C   R   NA  UA  PF

Repeat

Significant

PMS

Is the PKP extinguisher dry chemical at the proper level? (3-5 

inches from bottom of fill opening for 18 LB ANSUL)  Remove 

excess or add powder to obtain required level.

90. (B1E0)

MIP 6641/102 MRC A-1, R-1REF:

C   R   NA  UA  PF

Repeat

Significant

PMS

Is the PKP extinguisher CO2 cartridge expended?91. (B1E1)

APL 640130198 REF:

MIP 6641/102 MRC A-1, R-1

C   R   NA  UA  PF

Repeat

Significant

PMS

Does the ship have the required scale to weigh the CO2 

cartridge?  Is the scale calibrated? (0-64 oz spring scale or 

0-99 lb digital scale)

92. (B1E2)

MIP 6641/102 MRC A-1, R-1REF:

APL 640130198 

C   R   NA  UA  PF

Repeat

Significant

PMS

Have defective PKP hoses been removed? Defective hoses have no 

identification criteria printed on the hose or the printing is 

unreadable or (2) the hose is EX 607, and the date code is 

between 1Q77 and 4Q83 or the hose is EX 589, check the nut 

between the hose and bottle for an "H" preceding the part 

number.  If the hose nut does not have a notch or the part 

number is not receded by an "H" replace the hose.

93. (B1F0)

DTG 110533Z Jan 93 REF:

C   R   NA  UA  PF

Repeat

Significant

PMS

M. CO2 EXTINGUISHERS



Is the CO2 extinguisher PMS being conducted IAW applicable 

MRC’S?  Has the CO2 extinguisher been expended?  (Weighs < 40 

lbs)

94. (B2A0)

MIP 6641/101 MRC 24M-1, Q-1, Q-2REF:

C   R   NA  UA  PF

Repeat

Significant

PMS

Are the CO2 extinguishers accessible and unobstructed?95. (B2C0)

NSTM 670- 1.6.3REF:

C   R   NA  UA  PF

Repeat

Significant

PMS

Has the CO2 extinguisher bottle been hydrostatically tested 

within the last 12 years?  (5 years if bottle has been 

expended)

96. (B2D0)

MIP 6641/101 MRC 24M-1, Q-1, Q-2REF:

C   R   NA  UA  PF

Repeat

Significant

PMS

Is the CO2 extinguisher plastic tamper seal intact?97. (B2E0)

MIP 6641/101 MRC 24M-1, Q-1, Q-2REF:

APL 640140005 

C   R   NA  UA  PF

Repeat

Significant

PMS

Is the CO2 extinguisher label band installed on all 

extinguishers without plastisol coating?

98. (B2F0)

MIP 6641/101 MRC 24M-1, Q-1, Q-2REF:

APL 640140005 NSN 9905-00-656-0875

C   R   NA  UA  PF

Repeat

Significant

PMS

Is the CO2 extinguisher horn and hose assembly in satisfactory 

condition? (All fasteners tight, no exposed metal, hose/horn 

not cracked)

99. (B2G0)

MIP 6641/101 MRC 24M-1, Q-1, Q-2REF:

MIL-E-24269 

C   R   NA  UA  PF

Repeat

Significant

PMS



Is the CO2 extinguisher's horn the correct type?100. (B2G1)

APL 640140005 REF:

MIP 6641/101 MRC 24M-1, Q-1, Q-2

C   R   NA  UA  PF

Repeat

Significant

PMS

Is the CO2 extinguisher record tag filled out IAW the MRC?  Is 

the correct tag in use?  Obtain tags from web site 

(navalforms.daps.dla.mil/web/public/forms).

101. (B2H0)

MIP 6641/101 MRC 24M-1, Q-1, Q-2REF:

Record Tag NAVSEA 9555/1 NSN 0116-LF-114-3100 

C   R   NA  UA  PF

Repeat

Significant

PMS

Is CO2 extinguisher valve handle pin straight and installed in 

its hole?  Is the CO2 extinguisher valve handle damaged?

102. (B2I0)

MIP 6641/101 MRC 24M-1, Q-1, Q-2REF:

APL 640140005 NSN 5315-00-372-0871

C   R   NA  UA  PF

Repeat

Significant

PMS

Are CO2 extinguishers and brackets firmly mounted?103. (B2I1)

MIP 6641/101 MRC 24M-1, Q-1, Q-2REF:

C   R   NA  UA  PF

Repeat

Significant

PMS

Does the ship have the required scale to weigh CO2 

extinguihers?  (0-99 lb digital scale, NSN 6670-01-579-3224)

104. (B2I2)

MIP 6641/101 MRC 24M-1REF:

C   R   NA  UA  PF

Repeat

Significant

PMS



Are two plastisoled fire extinguishers available near the 

battery well? (Plastisol should be < 7" from top of cylinder 

neck)

105. (B2J0)

SSBN 726 CLASS SSM REF:

SUBMARINE DAMAGE CONTROL BOOK SECT6 SSN 688 CLASS 

NSTM 555- 33.2.6

MIP 6641/101 MRC Q-1

NSTM 223- 11.2.1

C   R   NA  UA  PF

Repeat

Significant

PMS

N. AFFF EXTINGUISHERS

Is the AFFF shell showing signs of corrosion or damaged which 

would affect its use or operation?

106. (B5A0)

MIP 6641/100 MRC A-1, Q-1, R-1REF:

C   R   NA  UA  PF

Repeat

Significant

PMS

Is the AFFF plastic tamper seal intact? (NSN 5340-01-242-0583)107. (B5B0)

MIP 6641/100 MRC A-1, Q-1, R-1REF:

C   R   NA  UA  PF

Repeat

Significant

PMS

Are the AFFF hose and nozzle assembly in satisfactory 

condition?

108. (B5C0)

MIP 6641/100 MRC A-1, Q-1, R-1REF:

C   R   NA  UA  PF

Repeat

Significant

PMS

Is the AFFF hose and nozzle assembly properly secured by a 

strap and clip assembly?

109. (B5C1)

MIP 6641/100 MRC A-1, Q-1, R-1REF:

C   R   NA  UA  PF

Repeat

Significant

PMS



Is the AFFF pressure gage intact, unbroken and correctly 

indicating the proper pressure (100 PSIG)?

110. (B5D0)

MIP 6641/100 MRC A-1, Q-1, R-1REF:

C   R   NA  UA  PF

Repeat

Significant

PMS

Are the AFFF extinguisher and bracket firmly mounted?111. (B5E0)

MIP 6641/100 MRC A-1, Q-1, R-1REF:

C   R   NA  UA  PF

Repeat

Significant

PMS

Does the AFFF bracket contain all the required rubber bumpers?112. (B5E1)

APL 649990011 NSN 5325-01-572-4297REF:

MIP 6641/100 MRC A-1, Q-1, R-1

C   R   NA  UA  PF

Repeat

Significant

PMS

Are the AFFF extinguishers accessible and unobstructed?113. (B5F0)

NSTM 670- 1.6.3REF:

C   R   NA  UA  PF

Repeat

Significant

PMS

Has the PKP in the galley been removed and replaced with an 

AFFF to combat deep fat fryer fires?

114. (B5F2)

A&I N-3095 FOR 688 CLASS SUBMARINES (MAY 94)REF:

A&I TZ-0778 FOR 726 CLASS SUBMARINES (JULY 93)

C   R   NA  UA  PF

Repeat

Significant

PMS

Is the AFFF extinguisher record tag filled out IAW the MRC?  

Is the proper record tag in use?  Obtain tags from web site 

(http://navalforms.daps.dla.mil/web/public/forms)

115. (B5G0)

MIP 6641/100 MRC A-1, Q-1, R-1REF:

RECORD TAG NAVSEA 9555/1 NSN 0116-LF-114-3100 

C   R   NA  UA  PF

Repeat

Significant

PMS



Is the AFFF extinguisher air charging valve cap installed?116. (B5H0)

MIP 6641/100 MRC A-1, Q-1, R-1REF:

APL 649990011 NSN 5340-01-382-8219

C   R   NA  UA  PF

Repeat

Significant

PMS

Is the AFFF cylinder under/over charged with solution (Weigh 

Cylinder, Range 27 LBS. 8 OZS.-28 LBS. 4 OZS.)?  Is the AFFF 

extinguisher at the required pressure?  (100 psig)

117. (B5I0)

MIP 6641/100 MRC A-1, Q-1, R-1REF:

C   R   NA  UA  PF

Repeat

Significant

PMS

Does the ship have the required scale to weigh AFFF 

extinguishers?  Is the scale calibrated (0-99 lb digital 

scale)? (NSN 6670-01-579-3224)

118. (B5I1)

MIP 6641/100 MRC A-1REF:

C   R   NA  UA  PF

Repeat

Significant

PMS

Does the AFFF extinguisher have a hydrostatic or manufacture 

date within the last 5 years?

119. (B5J0)

MIP 6641/100 MRC A-1, Q-1, R-1REF:

C   R   NA  UA  PF

Repeat

Significant

PMS

O. PORTABLE AFFF INJECTION UNIT (PAIU)

Is the PAIU cylinder under/over charged with solution? (Weigh 

Cylinder, Range 47.5-50.5 LBS; Black anodized cap; 49.5-52.5 

LBS; Brass cap)

120. (B6A0)

MIP 5551/004 MRC 2M-1, A-1, R-1REF:

C   R   NA  UA  PF

Repeat

Significant

PMS

Is the PAIU hose properly secured by a spring clip assembly?121. (B6A1)

MIP 5551/004 MRC 2M-1, A-1, R-1REF:

C   R   NA  UA  PF

Repeat

Significant

PMS



Is the PAIU fill cap properly tightened? (Should be hand tight 

only)

122. (B6A2)

MIP 5551/004 MRC 2M-1, A-1, R-1REF:

C   R   NA  UA  PF

Repeat

Significant

PMS

Does the PAIU have the correct ring pin in place?123. (B6A3)

MIP 5551/004 MRC 2M-1, A-1, R-1REF:

C   R   NA  UA  PF

Repeat

Significant

PMS

Are all of the PAIU’s plastic tamper seals intact? (2-Bracket, 

1-Pull pin) (NSN 5340-01-242-0583)

124. (B6A4)

MIP 5551/004 MRC 2M-1, A-1, R-1REF:

C   R   NA  UA  PF

Repeat

Significant

PMS

Is the PAIU hose in satisfactory condition?125. (B6A5)

MIP 5551/004 MRC 2M-1, A-1, R-1REF:

C   R   NA  UA  PF

Repeat

Significant

PMS

Is the PAIU firmly latched in place with two brass pins?126. (B6A6)

MIP 5551/004 MRC 2M-1, A-1, R-1REF:

C   R   NA  UA  PF

Repeat

Significant

PMS

Is the PAIU mounting bracket securely attached?127. (B6A7)

MIP 5551/004 MRC 2M-1, A-1, R-1REF:

C   R   NA  UA  PF

Repeat

Significant

PMS

Is the PAIU in good condition?128. (B6A8)

MIP 5551/004 MRC 2M-1, A-1, R-1REF:

C   R   NA  UA  PF

Repeat

Significant

PMS



Does the PAIU fill cap, seats and gaskets have a light coat of 

silicone compound applied?

129. (B6A9)

MIP 5551/004 MRC 2M-1, A-1, R-1REF:

C   R   NA  UA  PF

Repeat

Significant

PMS

Does the PAIU fill cap have pressure relief ports?130. (B6B1)

MIP 5551/004 MRC 2M-1, A-1, R-1REF:

C   R   NA  UA  PF

Repeat

Significant

PMS

Does the PAIU bracket contain all rubber bumpers required?131. (B6B2)

MIP 5551/004 MRC 2M-1, A-1, R-1REF:

C   R   NA  UA  PF

Repeat

Significant

PMS

Is the PAIU extinguisher record tag filled out IAW the MRC? 

Are the correct tags in use? (Record Tag NAVSEA 9555/1 NSN 

0116-LF-114-3100) Obtain tags from web site: 

(navalforms.daps.dla.mil/web/public/forms)

132. (B6B3)

MIP 5551/004 MRC 2M-1, A-1, R-1REF:

C   R   NA  UA  PF

Repeat

Significant

PMS

Is the PAIU accessible and unobstructed?133. (B6B4)

NSTM 670- 1.6.3REF:

C   R   NA  UA  PF

Repeat

Significant

PMS

Is the PAIU AFFF at the proper level? (4 ½ inches from bottom 

of fill opening) Remove excess or add AFFF to obtain required 

level.

134. (B6B5)

MIP 5551/004 MRC 2M-1, A-1, R-1REF:

C   R   NA  UA  PF

Repeat

Significant

PMS



Is the PAIU CO2 cartridge expended?135. (B6B6)

MIP 5551/004 MRC 2M-1, A-1, R-1REF:

C   R   NA  UA  PF

Repeat

Significant

PMS

Are the PAIU relief valve hole clogged?136. (B6B7)

MIP 5551/004 MRC 2M-1, A-1, R-1REF:

C   R   NA  UA  PF

Repeat

Significant

PMS

Is the PAIU level indicator lens unobstructed and green?137. (B6B8)

MIP 5551/004 MRC 2M-1, A-1, R-1REF:

C   R   NA  UA  PF

Repeat

Significant

PMS

Is the PAIU plug valve dust cover damaged? (i.e. cracks, 

holes, tears, etc...)

138. (B6B9)

MIP 5551/004 MRC 2M-1, A-1, R-1REF:

C   R   NA  UA  PF

Repeat

Significant

PMS

Is the PAIU hydrostatic test date within last 12 years?139. (B6C1)

MIP 5551/004 MRC 2M-1, A-1, R-1REF:

C   R   NA  UA  PF

Repeat

Significant

PMS

Does the ship have the required scales to weigh CO2 cartridge 

and PAIU? Are the scales calibrated (0-99 lb digital scale; 0-

4.5 lb, NSN 6670-00-618-5662)?

140. (B6C2)

MIP 5551/004 MRC 2M-1, A-1, R-1REF:

C   R   NA  UA  PF

Repeat

Significant

PMS

P. GENERAL DAMAGE CONTROL



Have all required photo luminescent markings been properly 

maintained?

141. (AEA1)

NSTM 079- 21.7.6REF:

A&I N3104R1/T0089R1 

MIP 6600/006 MRC 24M-1R

C   R   NA  UA  PF

Repeat

Significant

PMS

Is the ship’s DCPO a graduate of submarine DCPO school (CIN A-

495-2054) or the Naval Safety Center provided Damage Control 

Continuum (DCC)?

142. (B7A1)

OPNAVINST 3120.32C REF:

C   R   NA  UA  PF

Repeat

Significant

PMS

Q. PHOTO ILLUMINATION MARKING

Do doors and hatches along egress routes have 4 lines of good 

condition 2" photo luminescent tape along the straight 

portions of the door/hatch?  Not to be installed on hatches 

visible from the control room.

143. (J3A0)

SSN COMSUBLANT/COMSUBPAC A&I SSN N3104 Rev 1 WC/JSN EXTY78REF:

SSN 774 CSL/CSP A&I SSN V0006 WC/JSN EXTY0006 

MIP 6600 / 006 24M-1R

TRI CSL/CSP A&I TRID T0089 Rev 1 WC/JSN EXTY7814 

C   R   NA  UA  PF

Repeat

Significant

PMS

Do inclined ladders have good condition 2" photo luminescent 

strips on the dust shiel at the top and bottom step?  Are 

vertical ladders marked with a 10" long 2" wide photo 

luminescent strip on the flat face of each rung?

144. (J3A1)

TRI CSL/CSP A&I TRID T0089 Rev 1 WC/JSN EXTY7814 REF:

SSN CSL/CSP A&I SSN N3104 Rev 1 WC/JSN EXTY7812 

MIP 6600 / 006 24M-1R

SSN 774 CSL/CSP A&I SSN V0006 WC/JSN EXTY0006 

C   R   NA  UA  PF

Repeat

Significant

PMS



Are flashlights stowage locations marked with good condition 

2" photo luminescent strips on the top or around the unit 

based on design?

145. (J3A2)

MIP 6600 / 006 24M-1RREF:

TRI CSL/CSP A&I TRID T0089 Rev 1 WC/JSN EXTY7814 

SSN CSL/CSP A&I SSN N3104 Rev 1 WC/JSN EXTY7812 

SSN 774 CSL/CSP A&I SSN V0006 WC/JSN EXTY0006 

C   R   NA  UA  PF

Repeat

Significant

PMS

Are DC lockers properly marked with good conition and 

appropriate photo luminescent identifier (SCBA, Damage Control 

Locker, EAB, CO2, AFFF, PKP, Fire Hose)?

146. (J3A3)

TRI CSL/CSP A&I TRID T0089 Rev 1 WC/JSN EXTY7814 REF:

SSN 774 CSL/CSP A&I SSN V0006 WC/JSN EXTY0006 

SSN CSL/CSP A&I SSN N3104 Rev 1 WC/JSN EXTY7812 

MIP 6600 / 006 24M-1R

C   R   NA  UA  PF

Repeat

Significant

PMS



SUB DAMAGE CONTROL

COMMAND NAME:
LOCATION:
UIC:
DATE:
SURVEYOR(S):
NO. COMPLETE:                                  NO. REQ ACTION:                        NOT APPLICABLE:

Q # Question Result Sig Rep

1 2DCA1A2    C    R    N Sig Sig

2 2DCA1E0    C    R    N Sig Sig

3 2DCA1I0    C    R    N Sig Sig

4 2DCA1L0    C    R    N Sig Sig

5 2DCA1L1    C    R    N Sig Sig

6 2DCA1L2    C    R    N Sig Sig

7 2DCA1L3    C    R    N Sig Sig

8 2DCA1L4    C    R    N Sig Sig

9 2DCA1L5    C    R    N Sig Sig

10 2DCA1L6    C    R    N Sig Sig

11 2DCA1L7    C    R    N Sig Sig

12 2DCA3A0    C    R    N Sig Sig

13 2DCA3A1    C    R    N Sig Sig

14 2DCA3A2    C    R    N Sig Sig

15 2DCA3A3    C    R    N Sig Sig

16 2DCA3B0    C    R    N Sig Sig

17 2DCA3C1    C    R    N Sig Sig

18 2DCA3C2    C    R    N Sig Sig

19 2DCA4A0    C    R    N Sig Sig

20 2DCA4A2    C    R    N Sig Sig

21 2DCA4B0    C    R    N Sig Sig

22 2DCA4B2    C    R    N Sig Sig

23 2DCA4B3    C    R    N Sig Sig

24 2DCA6A0    C    R    N Sig Sig

25 2DCA6A1    C    R    N Sig Sig

26 2DCA6A2    C    R    N Sig Sig

27 2DCA6B0    C    R    N Sig Sig

28 2DCA6E0    C    R    N Sig Sig

29 2DCA6G0    C    R    N Sig Sig

30 2DCA6H0    C    R    N Sig Sig

31 2DCA7A0    C    R    N Sig Sig

32 2DCA7A1    C    R    N Sig Sig

33 2DCA7A2    C    R    N Sig Sig



Q # Question Result Sig Rep

34 2DCA7B0    C    R    N Sig Sig

35 2DCA7B1    C    R    N Sig Sig

36 2DCA8A1    C    R    N Sig Sig

37 2DCA8A7    C    R    N Sig Sig

38 2DCA8A8    C    R    N Sig Sig

39 2DCA8C0    C    R    N Sig Sig

40 2DCA8C1    C    R    N Sig Sig

41 2DCA8C2    C    R    N Sig Sig

42 2DCAAB1    C    R    N Sig Sig

43 2DCAAB3    C    R    N Sig Sig

44 2DCAAB4    C    R    N Sig Sig

45 2DCAAB5    C    R    N Sig Sig

46 2DCAAB6    C    R    N Sig Sig

47 2DCABA0    C    R    N Sig Sig

48 2DCABA1    C    R    N Sig Sig

49 2DCACA1    C    R    N Sig Sig

50 2DCACA2    C    R    N Sig Sig

51 2DCACA4    C    R    N Sig Sig

52 2DCADA2    C    R    N Sig Sig

53 2DCAEA1    C    R    N Sig Sig

54 2DCB1A0    C    R    N Sig Sig

55 2DCB1A1    C    R    N Sig Sig

56 2DCB1B0    C    R    N Sig Sig

57 2DCB1B2    C    R    N Sig Sig

58 2DCB1B3    C    R    N Sig Sig

59 2DCB1B4    C    R    N Sig Sig

60 2DCB1B5    C    R    N Sig Sig

61 2DCB1B6    C    R    N Sig Sig

62 2DCB1B7    C    R    N Sig Sig

63 2DCB1B8    C    R    N Sig Sig

64 2DCB1B9    C    R    N Sig Sig

65 2DCB1C1    C    R    N Sig Sig

66 2DCB1C3    C    R    N Sig Sig

67 2DCB1D0    C    R    N Sig Sig

68 2DCB1E0    C    R    N Sig Sig

69 2DCB1E1    C    R    N Sig Sig

70 2DCB1E2    C    R    N Sig Sig

71 2DCB1F0    C    R    N Sig Sig

72 2DCB2A0    C    R    N Sig Sig

73 2DCB2C0    C    R    N Sig Sig

74 2DCB2D0    C    R    N Sig Sig

75 2DCB2E0    C    R    N Sig Sig

76 2DCB2F0    C    R    N Sig Sig



Q # Question Result Sig Rep

77 2DCB2G0    C    R    N Sig Sig

78 2DCB2G1    C    R    N Sig Sig

79 2DCB2H0    C    R    N Sig Sig

80 2DCB2I0    C    R    N Sig Sig

81 2DCB2I1    C    R    N Sig Sig

82 2DCB2I2    C    R    N Sig Sig

83 2DCB2J0    C    R    N Sig Sig

84 2DCB3A1    C    R    N Sig Sig

85 2DCB3A2    C    R    N Sig Sig

86 2DCB3C0    C    R    N Sig Sig

87 2DCB3G0    C    R    N Sig Sig

88 2DCB3G1    C    R    N Sig Sig

89 2DCB3G2    C    R    N Sig Sig

90 2DCB3G3    C    R    N Sig Sig

91 2DCB3G4    C    R    N Sig Sig

92 2DCB4B0    C    R    N Sig Sig

93 2DCB4B1    C    R    N Sig Sig

94 2DCB4C0    C    R    N Sig Sig

95 2DCB4C1    C    R    N Sig Sig

96 2DCB4C2    C    R    N Sig Sig

97 2DCB4D0    C    R    N Sig Sig

98 2DCB4E0    C    R    N Sig Sig

99 2DCB4E1    C    R    N Sig Sig

100 2DCB4E3    C    R    N Sig Sig

101 2DCB4E4    C    R    N Sig Sig

102 2DCB4F0    C    R    N Sig Sig

103 2DCB4G0    C    R    N Sig Sig

104 2DCB4H1    C    R    N Sig Sig

105 2DCB4H2    C    R    N Sig Sig

106 2DCB4H3    C    R    N Sig Sig

107 2DCB5A0    C    R    N Sig Sig

108 2DCB5B0    C    R    N Sig Sig

109 2DCB5C0    C    R    N Sig Sig

110 2DCB5C1    C    R    N Sig Sig

111 2DCB5D0    C    R    N Sig Sig

112 2DCB5E0    C    R    N Sig Sig

113 2DCB5E1    C    R    N Sig Sig

114 2DCB5F0    C    R    N Sig Sig

115 2DCB5F2    C    R    N Sig Sig

116 2DCB5G0    C    R    N Sig Sig

117 2DCB5H0    C    R    N Sig Sig

118 2DCB5I0    C    R    N Sig Sig

119 2DCB5I1    C    R    N Sig Sig



Q # Question Result Sig Rep

120 2DCB5J0    C    R    N Sig Sig

121 2DCB6A0    C    R    N Sig Sig

122 2DCB6A1    C    R    N Sig Sig

123 2DCB6A2    C    R    N Sig Sig

124 2DCB6A3    C    R    N Sig Sig

125 2DCB6A4    C    R    N Sig Sig

126 2DCB6A5    C    R    N Sig Sig

127 2DCB6A6    C    R    N Sig Sig

128 2DCB6A7    C    R    N Sig Sig

129 2DCB6A8    C    R    N Sig Sig

130 2DCB6A9    C    R    N Sig Sig

131 2DCB6B1    C    R    N Sig Sig

132 2DCB6B2    C    R    N Sig Sig

133 2DCB6B3    C    R    N Sig Sig

134 2DCB6B4    C    R    N Sig Sig

135 2DCB6B5    C    R    N Sig Sig

136 2DCB6B6    C    R    N Sig Sig

137 2DCB6B7    C    R    N Sig Sig

138 2DCB6B8    C    R    N Sig Sig

139 2DCB6B9    C    R    N Sig Sig

140 2DCB6C1    C    R    N Sig Sig

141 2DCB6C2    C    R    N Sig Sig

142 2DCB7A1    C    R    N Sig Sig

143 2DCJ3A0    C    R    N Sig Sig

144 2DCJ3A1    C    R    N Sig Sig

145 2DCJ3A2    C    R    N Sig Sig

146 2DCJ3A3    C    R    N Sig Sig


